Material information

REVISIONS

1.Body - Stainless Steel DIN 1.4301 (AISI 304).

2.Pressure Assisted Gasket - EPDM compounded
for water and sewerage, meets international

standards for contact with drinking water.

-Working Temperature:

For continuous operations : -30°C up to +85°C

For short time operations : up to 100°C

3.Gasket Bridge - AlSI 304 stainless steel.

4.Inner plate - AISI 304 stainless steel .

5.Compression Beam - Casting AISI 304
(ASTM-A351-CF8).

6.Lugs - Polycarbonate.

7.Bolts & Nuts - AIS| 304 stainless steel.
Rolled thread and anti galling coating.

8. Bolts - Reinforced special bolts
manufactured of Ultem* Resin 1000
with insert Socket Set Screw AISI 316.

9. Adjusting Pin - Casting AlISI 304
( ASTM-A351-CF8)
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Krausz Part Number DI\;. Range H (mm) |Length Sﬁoltthy.- Tol:lque thikness WAPpt:fo
(mm/in) (mm) L (mm) ized(mm) | (Nm) (mm) eight (Kg)
114-812-0045-24 | 40/1.5" 45-57 125 160 2-M12 50 1.0 2.02
114-812-0052-24 502" 52-64 135 160 2-M12 50 1.0 2.09
114-812-0059-24 502" 59-71 140 160 2-M12 50 1.0 217
114-812-0071-24 | 65/2.5" 71-84 155 160 2-M2 50 1.0 23
114-812-0081-24 ggﬁ 81-93 165 160 2-M12 50 1.0 2.33
Product performance
Dynamic deflection per side. 3°
Transition capability up to4 mm . .
G - Min. Pipe Insertion 45 mm Material: Weight: Part Name: Scale
G\ A min joint gap recommended 20mm_ | | See material information See table ”\:SL,{L'%TE.D REPAMAX212/ 140
Maximum offset for misaligned pipe up to 6 mm (1.5"-3") High pressure 24 atm.
Maximum out of roundness 6 mm DIMENSIONG AN I MILCMETERS Date Name | Catalog No. 5O NOT
Working Pressure 24 atm CENERAL TOLERANCES: : SD114-812-02 BRAWING
: ONEAR: 0. 50 - 0.2 Design [10.05.2013| Ryvzh
Test Pressure 36 atm. 50-100 - 05 -
Vacuum Test 0.8 atm. ANGULAR: - 205" Check |10.052013| GalyB. | Drawing No. Sheet
HOLES: 0-10 - +0.2/-0.05
For long crack or hole: max. width of crack or hole 65 mm HOLES . 10+ - GENTOL | Appr. |10.05.2013| Tzah Gr. SD114-812-02 1of 1
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